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POLYAMIDE CABLE GLANDS
CLOSED SEAL

TECHNICAL DETAILS
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Material
Cap nut
Sealing ring

: Polyamide PA6 V2
: TPV special seal for dust resistance
Gland body : Polyamide PA6 V2
Connection thread : Metric (EN60423)/PG (DIN 40430)
Protection class : IP65
Temperature range :-20°C +100 °C
-30 °C +150 °C (short term)
Properties
Dust resistance with special seal
Antivibration protection
UV resistance
Easy to assemble
Halogen free

ETANJ RAKOR-KAPALI CONTA
Hammaddesi : Polyamid PA6 V2
Renk : RAL 7001 (Gri)
: RAL 7035 (Acik Gri)
: RAL 9005 (Siyah)

Baglanti disi M
Baglanti disi PG
Koruma sinifi
Surekliisiya direnci

: EN 60423

: DIN 40430
:IP65
:-20°C+100 °C

W RAL 7001 RAL 7035 B RAL 9005

:-30°C+150°C
Conta : Termoplastik vulkanize TPV

Kisa sureli 1stya direnci

METRIC/PG THREAD CABLE GLANDS

Black Code H
B RrAL 9005 mm

AG Gray Code

L. Gray Code

Thread I rAL7001 RAL 7035

KMRB 01 24
KMRB 02 28
KMRB 03 29
KMRB 04 29
KMRB 05 33
KMRB 06 38
KMRB 07 41
KMRB 08 51
KMRB 09 53
KMRB 10 55

M12x1,5
M16x1,5
M16x1,5
M20x1,5
M20x1,5
M25x1,5
M32x1,5
M40x 1,5
M50x1,5
M63x1,5

KMRG 01
KMRG 02
KMRG 03
KMRG 04
KMRG 05
KMRG 06
KMRG 07
KMRG 08
KMRG 09
KMRG 10

KMRL 01
KMRL 02
KMRL 03
KMRL 04
KMRL 05
KMRL 06
KMRL 07
KMRL 08
KMRL 09
KMRL 10
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PRODUCT RANGE OVERVIEW

* Long thread versions are also available.




